
KI -84 Frank

Part 6



Time to get the model ready for a coat of Future.  Before the Future can be applied a little 
more prep work is required.  I started by addressing the area where the paint and primer 
had come off.  I masked the area in preparation for sanding and painting.  The next slide is 
dedicated to Trevor.



aǊΦ Iƻōōȅ ǇǊƻƳƻǘƛƻƴ ǘƛƳŜΦ  L ǳǎŜŘ aǊΦ Iƻōōȅ D ¢ƻƻƭ ǘƻ ǎŀƴŘ ǘƘŜ ŀǊŜŀΦ  LǘΩǎ ōŀǎƛŎŀƭƭȅ ŀ 
battery operated toothbrush.  A variety of sanding pads are available for the head.  It 
makes the sanding task easier as it allows for a lot of controllability.



Area sanded, primed with Polly Scale Steam Power black and repainted.  The panel has a 
ŘƛŦŦŜǊŜƴǘ ǘƻƴŜ ǘƻ ǘƘŜ ǊŜǎǘ ƻŦ ǘƘŜ ǳƴŘŜǊǎǳǊŦŀŎŜΣ ōǳǘ ƛǘ ǊŜŀƭƭȅ ŘƻŜǎƴΩǘ ƳŀǘǘŜǊ ǎƛƴŎŜ ǘƘŜ ǿƘƻƭŜ 
panel was masked off.  It should blend in nice when all is said and done.



!ǘ ǘƘŜ ǿƛƴƎ Ǌƻƻǘ ŀǊŜŀ ŜǎǇŜŎƛŀƭƭȅΣ ǘƘŜ Ǉŀƛƴǘ ŦƛƴƛǎƘ ƘŀŘ ōŜŎƻƳŜ ǊƻǳƎƘΦ  ¸ƻǳΩƭƭ ŀƭǎƻ ƴƻǘƛŎŜ 
remnants of the liquid mask at the wing trailing edge.  This needs to be removed still.



I used a 3M Microfine sanding sponge to smooth out the rough areas.  I obtained it from 
HLJ (I know, made in England, shipped to Japan and then shipped to Canada).  I cut a small 
piece and used a tweezer to hold it as I sanded the wing root and other rough spots.



¸ƻǳ Ŏŀƴ ŀƭǎƻ ǎŜŜ ǘƘŜ ŎƘƛǇǇƛƴƎ ŜŦŦŜŎǘǎΦ  LΩǾŜ ǳǎŜŘ ǘƘŜ ƭƛǉǳƛŘ Ƴŀǎƪ ōŜŦƻǊŜ ǿƛǘƘ ǎǳŎŎŜǎǎΣ ǘƘƛǎ 
ǘƛƳŜ ƘƻǿŜǾŜǊ ƛǘ ǿŀǎ ƘŀǊŘŜǊ ǘƻ ǊŜƳƻǾŜ ŀƭƭ ǘƘŜ ƳŀǎƪΦ  tŜǊƘŀǇǎ ƛǘΩǎ ǘƘŜ ƳǳƭǘƛǇƭŜ ƭŀȅŜǊǎ ƻŦ 
ǇŀƛƴǘΦ  LΩƳ ƘŀǇǇȅ ǿƛǘƘ ǘƘŜ ǊŜǎǳƭǘ ōǳǘ ŀƳ ƴƻǘ ǎǳǊŜ ƛŦ L ǿƻǳƭŘ Řƻ ƛǘ ŀƎŀƛƴ ǘƘƛǎ ǿŀȅΦ  L still 
added some additional chipping with a small paint brush.



The model was then given a misting of Future.  Care is required when applying the Future 
as you want to avoid any pooling which will result in drips.  Holding the model up to the 
light at an angle helps to show the area you are covering.  A light misting is all that is 
required.  The Future was thinned with just a little bit of alcohol.



Time to let the coat of Future dry thoroughly.  While waiting I started to work on the 
exhaust pipes.  They are molded solid, so I used a small drill bit and a knife to open up 
slots.  No need to get the edges razor thin.  The opening should increase the realism.  
Liquid cement was dabbed on the openings after they were worked on.  This will 
smoothen everything out.    



The exhaust pieces were attached to masking tape, primed black and then painted with 
XF-64.  The instructions call out for burnt iron, but I find this too metallic looking.  I much 
prefer the rusted and heated look that I obtain using the red brown.


